











SISGAISTENRIONNER 50\ /7 80W / 100W / 120W / 150W / 200W / 240W

Model Rated Power Input Voltage  Output Voltage ~ Output Current Product Size ITTS) (-Iinb)
LAS-50H-470A 50W 200-240V 410-470V 90-130mA $126*56mm <15% >0.95
LAS-80H-470A 80w 200-240V 410-470V 150-200mA $126*56mm <15% >0.95
LAS-100H-470A 100W 200-240V 410-470V 200-250mA $126*56mm <15% >0.95
LAS-120H-470A 120W 200-240V 410-470V 240-300mA $126*56mm <15% >0.95
LAS-150H-470A 150w 200-240V 410-470V 300-380mA $126*56mm <15% >0.95
LAS-200H-470A 200W 200-240V 410-470V 400-500mA $126*56mm <15% >0.95
LAS-240H-470A 240W 200-240V 410-470V 480-600mA $126*56mm <15% >0.95

‘ > % LAS-240H-470A under development (Specific size is subject to the real product)
B | BT
Non-isolated Flicker Free L
*Version Packing

Bowor  poteniioneiorversion  dmmingveraon  (noafierglowversion) | Quantiy(PCS)  Weight(KG)  Measure(CM)

FEATU RES 50W J X X 15 7.1 43*43*13.2

80w J X X 15 7.1 43*43*13.2

100w J X X 15 7.2 43*43*13.2

INPUT VOLTAGE: 200-240VAC 120W J x x 15 7.2 43*43*13.2

OUTPUT VOLTAGE: 410-470VDC 150W J « N 15 7.8 43*43*13.2

ELECTRICAL PERFORMANCE PARAMETERS: THD<15%/PF>0.95/ 200W J N N 15 81 43°43%13.2
COMMON MODE RESIDUAL VOLTAGE<2.5KV/96% EFFICIENCY

240W J X X 43*43*13.2

PROTECTIONS: INPUT UVP, OUTPUT SCP/OTP/OVP
CERTIFICATIONS: CE/CB/CCC

SURGE PROTECTION GRADE: 4/6KV

EFFICIENCY: 95%~96%

IPGRADE: P42 (IP65 OPTION)

WARRANTY: 5 YEARS

REMARK: WITHSTANDING VOLTAGE FOR LAMP BOARD>3KYV, M10. 1M M10.16MM
CREEPAGE DISTANCE >4.5MM(PCBA OPTIONAL, 3 YEARS WARRANTY) T
% NOTE: INSTALLATION HOLE DIAMETER IS 113MM

A LAS Standard sized shell A LAS Big size optional

suncom suncom



SIHEGIZIGTNRIOINER 50\ /80W / 100W / 120W / 150W / 200W / 240W

Model Rated Power Input Voltage Output Voltage ~ Output Current Product Size (Typj (Tyb)
LAG-50H-450A 50w 200-240V 410-450V 90-130mA $126*56mm <15% >0.95
© LAG-80H-450A sow 200-240V  410-450V 150-200mA  $126*56mm  <15%  >0.95
© LAG-100H-450A 0w 200-240V  410-450V  200-250mA  126*56mm  <15%  >0.95
 LAG-120H-450A 1200 200-240V  410-450V  240-300mA  $126"56mm  <15%  >0.95

LAG-200H-450A 200W 200-240V 410-450V 400-500mA $126*56mm <15% >0.95
I AG i In LAG-240H-450A 240W 200-240V 410-450V 480-600mA $126*56mm <15% >0.95
SERIES (Specificsizeis subject tothe real product)

Non-isolated LED UFO Drivers

% Version Packing

Dower  potentiomersisersion  dimmguerdion  (no aftergiowversion) | Quantity(PCS)  Weight(KG)  Measure(CM)

50W J x x 15 7.0 43*43*13.2
""" sow v o < < 5 10 43*43*13.2
""" wow Y ox x 15 71 4343132
INPUT VOLTAGE: 200-240VAC ow . g « « 5 71 43*43*13.2
OUTPUT VOLTAGE: 410-450VDC/410-470VDC 50w J . . s 77 43*43*13.2
ELECTRICAL PERFORMANCE PARAMETERS: THD<15%/PF¥>0.95/ 200w . - . 15 e T 43443132
COMMON MODE RESIDUAL VOLTAGE<2.5KV/97% EFFICIENCY == ow S S S e se RSSO

PROTECTIONS: INPUT UVP, OUTPUT OTP/OVP
CERTIFICATIONS: CE/CB/CCC

SURGE PROTECTION GRADE: 4/6KV
EFFICIENCY: 96%~97%

[PGRADE: P42 (IP65 OPTION)

WARRANTY: 5 YEARS

REMARK: WITHSTANDING VOLTAGE FOR LAMP BOARD>3KYV, M10. 18MM M10. 18MM

CREEPAGE DISTANCE 4. 5MM(PCBA OPTIONAL, 3 YEARS WARRANTY)
% NOTE: INSTALLATION HOLE DIAMETER IS 113MM

A LAG Big size optional

suncom suncom



SPECIFICATIONS mtwarmw,

Rated Power InputVoltage  Output Voltage  Output Current Product Size Surge (Tyb)

GAE-50W600-87 50w 100-277V 54-87V 600mA=+5% 113*37*28mm 6KV >0.95
© GAE-50W900-56 sow 100277V 356V 900mA%5%  113*37°28mm 6KV >0.95
© GAE-50W1A2-45 sow 100277 23-45V  1200mA5% 113*37*28mm 6KV  >0.95
| GAE-50W1A35-38  50W 100277V 2238V 1350mA%5%  113*37*28mm 6KV  >0.95
© GAE-50WIA5-38 ! sow 100277 2038V 1500mA5% 113*37*28mm 6KV  >0.95
© GAE-GOW1AS-38 | oow 100277 20-38V  1800mA5%  113*37*28mm 6KV  >0.95

(Specific size is subject to the real product)

Packing
Rated o ontity(PCS)  Weight(KG) Measure(CM)
power
50W 50 8.7 33.5%22*21
- sow 50 0 87 33.5%22%21

DIMENSION

113

FEATURES

BROWN:L
YELLOEW.GREEN: D)

FEATURES: ISOLATED, CONSTANT CURRENT OUTPT (HIGH PF, WITH FLICKER)
APPLICATIONS: STREET LIGHT, FLOOD LIGHT,

HIGH BAY LIGHT AND OTHER OUTDOOR LIGHTINGS

INPUT VOLTAGE: 100-277VAC

FUNCTIONS: INPUT OVP, OUTPUT OCP, SCP, OTP

IP GRADE: IP65

WARRANTY: 3 YEARS A GAE-50W Dimension
% GAE-50W INPUT UVP/OVP:

% POWER WILL BE OFF AT 100V LOW-VOLTAGE AND
RESUMES OPERATION AFTER THE VOLTAGE IS NORMAL.
% POWER WILL BE OFF AT 325V HIGH-VOLTAGE AND
RESUMES OPERATION AFTER THE VOLTAGE IS NORMAL.

BLACK :V-
RED:V+

28
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VAR v i el
ngh PF Isolated Seml-AIumlnum Waterproof LED Drlvers

o A SCE AT

.._..
—

FEATURES

APPLICATION: BUILT-IN LAMPS SUCH AS GARDEN LIGHTS, LAWN LIGHTS,

FLOOD LIGHTS, THREE-PROOF LIGHTS, WALL WASHERS, ETC.
INPUT VOLTAGE: 100-277VAC

PROTECTIONS: OUTPUT OCP/SCP/OTP

IP GRADE: IP65

WARRANTY: 2 YEARS

X GPE-50W INPUT OVP:

POWER WILL BE OFF AT 320V HIGH-VOLTAGE AND
RESUMES OPERATION AFTER THE VOLTAGE IS NORMAL.

suncom

SPECIFICATIONS mEYWYEEY,

Model Rated Power InputVoltage  Output Voltage  Output Current Product Size Surge (Tyb)
GPE-36W250-122 36W 100-277V 68-122V 250mA£5% 106*32*24mm 4KV >0.95
| GPE-36W300-122  36W 100277V 68-122V  300mA%5%  106*32°24mm 4KV  >0.95
© GPE-36W600-63 W 100277V 3463V 600mA*5%  106*32°24mm 4KV >0.95
© GPE-36W900-42 oW 100277V 244V 900mA+5%  106*32724mm 4KV >0.95
© GPE-50W600-87 sow 100277V 5487V 600mA%5%  103*37°24mm 4KV >0.95
© GPE-50W900-56 sow 100277V 3456V 900mAZ5%  103*37*24mm 4KV >0.95
| GPE-50W1A2-45 sow 100277V 2345V 1200mA*5%  103*37*24mm 4KV >0.95
| GPE-50W1A35-38  50W 100277V 2238V 1350mAZ5%  103*37*24mm 4KV >0.95
 GPE-50W1A5-38 sow 100277V 2238V 1500mAZ5%  103*37*24mm 4KV >0.95
© GPE-501900-56 sow 180277V 3456V 900mA*5%  103*37*24mm 4KV >0.95
 GPE-5011A2-45 sow 180277V 2345V 1200mAZ5%  103*37*24mm 4KV >0.95
© GPE-5011A35-38 sow 180277V 2238V 1350mAZ5%  103*37*24mm 4KV >0.95
 GPE-5011A5-38 sow 180277V 2238V 1500mAZ5% 103*37*24mm 4KV >0.95

(Specific size is subject to the real product)

Packing
Rated o ontity(PCS)  Weight(KG) Measure(CM)
power
36W 60 9.1 33.5%22%21
""" sow 50 85  33.5%22%21

DIMENSION

103

BROWN:L
YELLOEW.GREEN:D 5
BLUE:N

BLACK :V-
RED:V+

A GPE-50W Dimension

suncom



SISGISIONEIOINEE 5y /8w / 12W / 18W / 20W / 24W / 30W

Model Rated Power Input Voltage Output Voltage Output Current Product Size Surge
GSE-5W250-20 5W 100-265V 9-20V 250mA=%5% 66*30*20mm 1KV
- _ GSE-5W300-18 5W 100-265V 9-18V 300mA£5% 66*30*20mm 1KV
A e > e - e e, - GSE-8W250-28 8W 100-265V 12-28V 250mA%5% 72*30*20mm 1.5KV
: ' il GSE-8W300-28 8W 100-265V 12-28V 300mA£5% 72*30*20mm 1.5KV
: 4 P _ ' GSE-8W350-24 8W 100-265V 12-24V 350mA£5% 72*30*20mm 1.5KV
- BT T s : . GSE-8W450-16 8W 100-265V 8-16V 450mA£5% 72*30*20mm 1.5KV
E TN e . pe GSE-8W600-14 8W 100-265V 6-14V 600mA=%5% 72*30*20mm 1.5KV
: ril SERIES GSE-12W250-45 12W 100-265V 21-45V 250mA+5% 72*30*20mm 1.5KV
] . . . GSE-12W300-42 12w 100-265V 21-42V 300mA+5% 72*30*20mm 1.5KV
Low PF Isolated Semi-Aluminum Waterproof LED Drivers e
. — . GSE-12W350-40 12w 100-265V 21-40V 350mA£5% 72*30*20mm 1.5KV
GSE-12W450-28 12w 100-265V 11-28V 450mA=5% 72*30*20mm 1.5KV
GSE-12W600-22 12w 100-265V 11-22V 600mA+5% 72*30*20mm 1.5KV
FEATURES GSE-12W900-14 12w 100-265V 6-14V 900mA=5% 72*30*20mm 1.5KV
GSE-18W250-76 18W 100-265V 34-76V 250mA+5% 90*30*20mm 2KV
APPLICATION: BUILT-IN LAMPS SUCH AS GARDEN LIGHTS, LAWN LIGHTS, | GSEASWS00:e3 MW 0026V SOV 300mAZS®  90730720mm 2KV
FLOOD LIGHTS, THREE-PROOF LIGHTS, WALL WASHERS, ETC. GSE-20W450-45 20W 100-265V 20-45V 450mA=£5% 90*30*20mm 2KV
INPUT VOLTAGE: 100-265VAC , GSE-20W500-40 20W 100-265V 20-40V 500mA£5% 90*30*20mm 2KV
PROTECTIONS: OUTPUT OCP/SCP/OTP GSE-20W600-35 20W 100-265V 20-36V 600mA+5% 90*30*20mm 2KV
IP GRADE:IP65 e e e e RO T T
GSE-24W250-86 24W 100-265V 52-86V 250mA+5% 98*32*24mm 2KV
WARRANTY:2YEARS  f BT gl e T
GSE-24W300-86 24W 100-265V 52-86V 300mA£5% 98*32*24mm 2KV
GSE-24W350-70 24W 100-265V 40-70V 350mA£5% 98*32*24mm 2KV
GSE-24W500-45 24W 100-265V 21-45V 500mA£5% 98*32*24mm 2KV
GSE-24W600-42 24W 100-265V 21-42V 600mA£5% 98*32*24mm 2KV
GSE-30W750-45 30W 100-265V 20-45V 750mA+5% 98*32*24mm 2KV
GSE-30W900-36 30W 100-265V 20-36V 900mA+5% 98*32*24mm 2KV
DIMENSION o
(Specific size is subject to the real product)
98
Packing Packing
Rated o antity(PCS)  Weight(KG)  Measure(CM) 129 quantity(PCS)  Weight(KG)  Measure(CM)
BROWN:L ) power y 9 power y
YELLOEW.GREEN:D) & i;g%ﬂ‘v
BLUE:N ' 5W 70 5.2 33.5%22*21 20W 70 7.2 33.5%22*21
8W 70 5.2 33.5%22*21 24W 60 8.3 33.5%22*21
12w 70 5.9 33.5%22*21 30W 60 8.3 33.5*22*21
18W 70 7.2 33.5%22*21

@

- —

suncom e suncom

A GSE-24W Dimension



PRODUCT NAMING RULES

HVC

@

100 W-56 A
@ ® ® il)_

suncaom

Additional Function:

V: Only Basic Function, Output Current
Non-dimmable

A:Adjustable Potentiometer Version

B:Three-in-one Dimming Version

C:Auxiliary Power +Three-in-one Dimming /
Off-line Programming Version

D:DALI/DALI2.0 Dimming

N:NFC Off-line Programming Dimming

J:RJ11/RJ12 Interface + Dimmer Switch

K:Switch for CCT Dimming

W:Wireless Communication Protocol

S:Off-line Programming Dimming

R:RS485 Communication Protocol

T:Outside Temperature Protection

Max Output Voltage

Rated InputVoltage:
W:Rated 100-277Vac/120-277Vac Wide Voltage Input
H:Rated 180-264/277Vac High Voltage Input
L :Rated 100-120Vac Low Voltage Input
C:Rated 100-347Vac CanadaVoltage Input
U:Rated ~480Vac Super High Voltage Input
I:Follow India EESL Standard, 440Vac Voltage
Input within 48 Hours No Damage

Rated Output Power

Standard Technical Platform Code:
C:lsolated Ficker Free

E:lsolated

S:Non-lIsolated Ficker Free
G:Non-Isolated

Naming for Series from A-Z

Application Segmentation Market Code:
H:Outdoor Street / Tunnel Lighting
L:Industrial Lighting

P:PlantLighting

S:Smart Lighting

G: General Lighting

E:Education Lighting

V: Outdoor Decoration Lighting

GLOBAL MARKETING LAYOUT
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